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 I T E M  S E C T I O N  M A T E R I A L  A D D I T I O N A L  I N F O  /  O P T I O N S  

1 Downside Body SS 1.4408 Shot Blasting 

2 Upside Body SS 1.4408 Shot Blasting 

3 Upside Stem AISI 316 n/a 

4 Downside Stem AISI 316 n/a 

5 Seat PTFE on EPDM Spare Part Code ET2104 

6 Disc SS 1.4408 Shot Blasting 

7 Hub RPTFE n/a 

8 Spring Washer AISI 301 n/a 

9 O’Ring Viton n/a 

10 Bush RPTFE n/a 

11 Washer AISI 304 n/a 

M a i n  F e a t u r e s : -  

  S t a i n l e s s  B u t t e r f l y  v a l v e  w a f e r  t y p e   

  D N 5 0  t o  D N 2 5 0  P N 1 0  

  D i s c  m a d e  o f  S t a i n l e s s  S t e e l  1 . 4 4 0 8   

  W o r k i n g  T e m p e r a t u r e  - 2 5 ° C  t o  +  1 8 0 C  *  

  P T F E  b o d y  s e a t  o n  E P D M  b a c k s e a t   

S E R I E S :  8 0 1 0 1  
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*Temperature and pressure determined by valve body, seat etc.  

 

S u i t a b l e  A p p l i c a t i o n s  &  A p p r o v a l s :  

H V A C  O I L  G A S  I N D U S T R Y  
M A N U F A C T U R E R :  

 

 

R E F  D N  P N  L  A  B  C  H  K g  S  D  

80101-09 50 16 43 74 136 117 32 2.7 11 65 

80101-10 65 16 46 82 138 1266 32 3.3 11 65 

80101-11 80 16 46 90 138 142 32 3.6 11 65 

80101-12 100 16 52 116 158 178 32 5.4 14 90 

80101-13 125 16 56 132 174 202 32 7.4 14 90 

80101-14 150 16 56 145 190 234 32 10.5 14 90 

80101-16 200 16 60 180 229 286 45 18.1 17 125 

80101-18 250 16 68 210 264 338 45 24.9 22 125 
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Genebre are a global brand of industrial valves with large stocks held for fast delivery 

on various type of valves, sizes, end connections and materials.  

D N  9 0 °  8 0 °  7 0 °  6 0 °  5 0 °  4 0 °  3 0 °  2 0 °  1 0 °  

50 125 99 73 53 37 23 14 6 0.9 

65 244 193 141 93 58 39 21 10 1.3 

80 399 315 231 133 83 53 30 13 1.7 

100 727 606 429 237 148 94 54 23 2.6 

125 1190 991 670 370 232 147 85 37 4 

150 1600 1334 887 490 306 195 112 48 5 

200 2868 2458 1610 935 588 364 208 88 10 

250 4713 3927 2558 1484 933 578 331 140 16 

 

K v  V a l u e s  

Flow rate of water in cubic 

meter per hour (m3 /h) that 

will generate a pressure drop 

of 1 bar across the valve.  

P R E S S U R E  T E M P E R A T U R E  R A T I N G   

 

I S O  5 2 1 1  &  T O R Q U E S  

B U T T E R F L Y  VA L V E S  

S I Z E  I S O  T O R Q U E  

50 F05 x 11 20 

65 F05 x 11 25 

80 F05 x 11 30 

100 F07 x 14 60 

125 F07 x 14 100 

150 F07 x 14 180 

200 F10 x 17 300 

250 F10 x 22 400 

Genebre recommend that 

you add 25% safety factor to 

the above torque figures 

when sizing your actuators.  

S I Z E  D  H  S  

50 65 32 11 

65 65 32 11 

80 65 32 11 

100 90 32 14 

125 90 32 14 

150 90 32 14 

200 125 45 17 

250 125 45 22 


