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 I T E M  S E C T I O N  M A T E R I A L  A D D I T I O N A L  I N F O  /  O P T I O N S  

1 Body EPDM + Nylon n/a 

2 Ring Carbon Steel Zinc Plated 

3 Flange Carbon Steel Zinc Plated 

M a i n  F e a t u r e s : -  

  E x p a n s i o n  J o i n t  D o u b l e  W a v e  

  D N 5 0  t o  D N 3 0 0  P N 1 0  P N 1 6  

  A l l o w s  a x i a l  a n d  l a t e r a l  m o v e m e n t  

  M a x .  W o r k i n g  p r e s s u r e  1 6  b a r   

  W o r k i n g  t e m p e r a t u r e  –  1 0  º C  +  1 0 5  º C .   

S E R I E S :  8 0 2 5 3  
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*Temperature and pressure determined by valve body, seat etc.  

 

S u i t a b l e  A p p l i c a t i o n s  &  A p p r o v a l s :  

H V A C  O I L  G A S  I N D U S T R Y  
M A N U F A C T U R E R :  

 

R E F  S i z e  D N  P N  Ø A  Ø B   Ø C  Ø D  n x Ø H  

80253-09 2” 50 16 165 125 52 86 4x18 

80253-10 21/2” 65 16 185 145 68 106 4x18 

80253-11 3” 80 16 200 160 76 116 8x18 

80253-12 4” 100 16 220 180 103 150 8x18 

80253-13 5” 125 16 250 210 128 180 8x18 

80253-14 6” 150 16 285 240 152 209 8x20 

80253-16 8” 200 16 340 2295 194 260 8x20 

80253-18 10” 250 16 395 350 250 320 12x22 

80253-20 12” 300 16 445 400 300 347 12x22 

 R E F  S i z e  D N  L  E  K G  

80253-09 2” 50 175 16 4.4 

80253-10 21/2” 65 175 16 5.2 

80253-11 3” 80 175 18 6.3 

80253-12 4” 100 225 18 7.3 

80253-13 5” 125 225 20 10.20 

80253-14 6” 150 225 22 13.4 

80253-16 8” 200 325 22 18.9 

80253-18 10” 250 325 24 23.2 

80253-20 12” 300 325 24 28.6 
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S E R I E S :  8 0 2 5 3  

R E F  A x i a l  C o m p r e s s i o n  ( m m )  A x i a l  S t r e t c h ( m m )  A n g u l a r  d e f l e c t i o n  ( α  1  +  α  2 )   L a t e r a l  D i s p l a c e m e n t  ( m m )  

80253-09 30 20 30° 45 

80253-10 50 25 30° 45 

80253-11 50 25 30° 45 

80253-12 50 35 30° 35 

80253-13 50 35 30° 35 

80253-14 50 35 30° 35 

80253-16 50 35 30° 30 

80253-18 50 35 15° 30 

80253-20 50 35 15° 30 
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Genebre are a global brand of industrial valves with large stocks held for fast delivery 

on various type of valves, sizes, end connections and materials.  

P R E S S U R E  T E M P E R A T U R E  R A T I N G   

D i a g r a m  o f  d i s p l a c e m e n t s   

 
 

G E N E B R E  

Genebre is a leading company and 

world reference in fluid control 

and high-quality taps. They control 

all the creation processes, re-

sponding to the specific needs of 

each market: from the initial con-

cept and design of the product to 

the production and commercializa-

tion. 

A L L V A L V E S  

AllValves Online™ have used dec-

ades of experience in the valve 

industry to select a range of prod-

ucts that match the Allvalves 

Online ethos - value for money. All 

Valves Products are from reputa-

ble sources and have been sold in 

significant quantities for many 

years, are installed in a wide varie-

ty of applications, and are known 

to be durable in service. 


