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M a i n  F e a t u r e s : -  

  2 p c  D e s i g n  S t a i n l e s s  B a l l  V a l v e  

  I S O  5 2 1 1  D i r e c t  M o u n t  f o r  A c t u a t i o n  
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  P T F E  s e a t s  a n d  S e a l s  
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*Temperature and pressure determined by valve body, seat etc.  

M A N U F A C T U R E R :  

 

 

S I Z E  C O D E  I S O  S T E M  L  S  S 1  W  N M  

1/4” 1035 F03 9 49.6 36 10 110 4.5 

3/8” 1035 F03 9 49.6 36 10 110 4.5 

1/2” 1035 F03 9 55.0 8 10 110 5.5 

3/4” 1035 F05 11 75.5 41.7 12 136 9.0 

1” 1035 F05 11 82.5 44.4 12 136 11.0 

11/4” 1035 F07 14 90.8 54 16.5 158 15.5 

11/2” 1035 F07 14 103 59.5 16.5 203 22.0 

2” 1035 F07 14 120 67 16.5 203 33.0 

21/2” 1035 F10 17 155 101.5 24.5 322.5 40.0 

3” 1035 F10 17 182 112.5 24.5 322.5 66.0 

D I M E N S I O N A L  D R A W I N G  O F  V A L V E   

w w w. a l l v a l v e s . c o . u k  

S u i t a b l e  A p p l i c a t i o n s  &  A p p r o v a l s :  

I N D U S T R Y  O I L  W A T E R  

 

M A T E R I A L S  O F  C O N S T R U C T I O N   

B O D Y  S S  A S T M  A 3 5 1  

B A L L  S S  A S T M  A 3 5 1  

B O D Y  S E A T  P T F E  

S T E M  A I S I  3 1 6  S S  

O R I N G S  P T F E  

  

P R E S S U R E  P N 6 3   

T E M P  - 1 0  t o  + 1 8 0 C  

 

M O R E  A B O U T  T H E  V A L V E  

Suitable for heating and conditioning 

(HVAC), district heating, distribution and                    

treatment of water, industrial application, 

agricultural application, for compressed air               

processing, for oils and hydrocarbon, for fire 

fighting. 

For installation in line and end of line, for 

services with frequent acting, the                

integrated ISO 5211 support allows the              

installation of a wide range of actuators  


