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Construc	on 3-way True Union ball valve with locked carrier and union nuts 

Size Range DN 10 ÷ 50 

Nominal Pressure PN 16 with water at 20 °C 

Opera	ng Temperature 0 °C ÷ 100 °C 

Coupling Standards Solvent welding: EN ISO 15494 Can be coupled to pipes according to EN ISO 15494  

Thread: ISO 228-1, DIN 2999  

 

Reference Standards  Construc	on criteria: EN ISO 16135, EN ISO 1452, EN ISO 15493 

Test methods and requirements: ISO 9393 

Installa	on criteria: DVS 2204, DVS 2221, UNI 11242 

Actuator couplings: ISO 5211 

Valve Material PP-H 

Seal Material EPDM, FPM (standard size O-Ring); PTFE (ball seats) 

 Main Features:- 

♦ 3 Way ball valve to change direction of flow of product 

♦ End connection for welded, and threaded joints 

♦ PN16 Dual-Block valve body manufactured in PP-H 

♦ Durable stem with double O-Ring and double connection key 

♦ Integrated bracket for valve anchoring 

TKD DN10/50 PP-H 
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Sui table Appli cati ons & Approvals:  

EU MANUFACTURER:  

 The FIP TKD DUAL BLOCK® valve is a high quality, thermoplas=c, true union diver=ng or mixing 3 way ball valve with a design 

that meets the stringent requirements needed by modern industrial applica=ons. 

This product is compa�ble for moun�ng with standard pneuma�c or electric actuators that use standard 

ISO5211 profiles, when combined with the op�onal actua�on kit accessory. Allvalves can supply this product 

preassembled with a suitable actuator on request. 

V1.0.0 
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Part Component Materi al  

1 Handle insert PP-H 

2 Handle HIPVC 

3 Stem O-rings EPDM / FPM 

4 Stem PP-H 

5 Ball seat PTFE 

6 Ball PP-H 

7 Body PP-H 

8 Ball seat O-ring EPDM / FPM 

9 Radial seal O-Ring EPDM / FPM 

10 Socket seal O-Ring EPDM / FPM 

11 Ball seat carrier PP-H 

12 End connector PP-H 

13 Union nut PP-H 

15 Threaded ring PP-H 

16 Spring (SHKD) Stainless steel 

17 Safety handle block (SHKD) PP-GR 

20 Rivet for LTKD POM 

21 LTKD 180° POM 

22 LTKD 90° POM 

25 Posi=on indicator POM 

26 DUAL BLOCK® POM 
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*At maximum working pressure. 
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Design DN10 DN15 DN20 DN25 DN32 DN40 DN50 

A 25 35 95 140 270 330 620 

B 37 55 135 205 390 475 900 

C 78 195 380 760 1050 1700 3200 

D 40 65 145 245 460 600 1200 

E 48 73 150 265 475 620 1220 

Values in Kv100 l/min.   The Kv100 flow coefficient is the Q flow rate of litres per minute of water at a temperature of 20°C 

that will generate Δp= 1 bar pressure drop at a certain valve posi�on.  *The Kv100 values shown in the table are calculated 

with the valve completely open. 

FLOW PATH A B C D E 

Descri pti on T-port 0° 

Mixing 

T-port 90°  

Diver=ng 

T-port 180°  

Branch closed 

T-port 270°  

Diver=ng 

L-port 0°/270°  

Diver=ng 

Flow      
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 TKDFM - LKDFM DUAL BLOCK® 3-way bal l  val ve wit h BSP t hreaded femal e ends (TKDFV: T-port  ball  | LKDFV: L-port bal l) 

d DN PN E H H1 L Z g 

½” 15 10 54 117 80 15 87 195 

¾” 20 10 65 143 100 16 114 350 

1” 25 10 73 157 110 19 120 505 

1¼” 32 10 86 185 131 21 140 820 

1½” 40 10 98 217 148 21 172 1070 

2” 50 10 122 266 179 26 211 1795 

 
TKDDM - LKDDM DUAL BLOCK® 3-way ball  val ve wit h mal e ends for sol vent  welding, metric seri es (TKDDV: T-port  ball | LKDDV:  L-port  ball) 

d DN PN E H H1 L g 

20 15 10 54 140 80 16 205 

25 20 10 65 175 100 18 360 

32 25 10 73 188 110 20 515 

40 32 10 86 220 131 22 835 

50 40 10 98 251 148 23 1100 

63 50 10 112 294 179 29 1830 

 TKDIM - LKDIM DUAL BLOCK® 3-way bal l  val ve wit h femal e ends for sol vent welding, metric seri es (TKDIV:  T-port ball | LKDIV:  L-port  ball) 

d DN PN E H H1 Z g 

20 15 10 54 117 80 88 195 

25 20 10 65 144 100 112 350 

32 25 10 73 158 110 122 505 

40 32 10 86 174 131 143 820 

50 40 10 98 219 148 172 1070 

63 50 10 112 267 179 212 1795 
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Ergonomic Hi-PVC handle with 

removable tool. 

Handle lock 0°- 90° (SHKD) 

Patented lock system that 

ensures union nut =ghtness 

4 x PTFE ball seat system that 

compensates axial force 
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LTKD The LTKD stroke limit er. The LTKD090 versi on permits operat ions for 90° angl es whil e the LTKD180 version for 180° angl es. 

d DN 

16-20 10-15 

25-32 20-25 

40-50 32-40 

63 50 

 
SHKD Handl e bl ock ki t 0° - 90° lockabl e 

d DN 

20 15 

25 20 

32 25 

40 32 

50 40 

63 50 

 
CVDE Long spigot PE100 end connectors for j oi nts wit h el ectrofusion fi tti ngs or for buttwelding 

d DN PN L SDR 

20 15 16 55 11 

25 20 16 70 11 

32 25 16 74 11 

40 32 16 78 11 

52 40 16 84 11 

63 50 16 91 11 

 
CVDM End connectors i n PP-H SDR 11 PN 10, long spigot, for but t weldi ng  

d DN PN L SDR 

20 15 10 55 11 

25 20 10 70 11 

32 25 10 74 11 

40 32 10 78 11 

52 40 10 84 11 

63 50 10 91 11 
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 QUICKFIT-F Actuator mount ing kit for FIP VKD & TKD bal l val ves 

d DN A B C ISO 5211  

20 15 40 9 9 FO5  

25 20 40 9 9 FO5  

32 25 40 9 9 FO5  

40 32 40 9 9 FO5  

50 40 50 11 11 FO5  

63 50 50 11 11 FO5  

 PSKD St em ext ension 

d DN A A1 A2 E B B1 Bmin 

20 15 32 25 32 54 70 29 139.5 

25 20 32 25 40 65 89 34.5 164.5 

32 25 32 25 40 73 93.5 39 169 

40 32 40 32 50 86 110 46 200 

50 40 40 32 50 98 116 52 206 

63 50 40 32 59 122 122 62 225 

16 10 32 25 32 54 70 29 139.5 
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QuickFit-F
©

 is a complete moun�ng kit to facilitate the actua�on of valve types VKD (2 port) and TKD (3 port). 

The fully corrosion resistant moun�ng kit uses specialist stainless steel fixing screws, designed specifically for 

fixing into plas�cs, to rigidly secure the stainless steel actuator support bracket to the FIP ball valve. Available 

for valve sizes 1/2” (D20) to 2” inclusive (D63), suits all VKD and TKD ball valve body materials, and is suitable for 

either electric or pneuma�c valve actuators. 

 BALL END CARRIER TOOL Adj usting tool  ret ai ned i n handl e - standard feat ure i n VKD & TKD ball  val ves 


